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Operation and Care of Fageol Tractors 

Inspection 

Upon receipt of the Tractor, and before attempting to start 
the motor, examine the fuel tank, crank case and radiator to 
see that they are sufficiently supplied with fuel, lubricating oil 
and water. Also familiarize yourself with, and learn the use 
and operation of the various control levers and pedals. 

Starting Motor 

Before attempting to start motor, see that the throttle lever 
on the left hand wheel guard is properly set. Usually the 
throttle lever should be about one inch forward of the closing 
point, which is at the rear of the segment. Throw the gear 
shift lever in neutral position; that is, with the top bar, or 
handle of the lever held cross-wise by the clutch latches. Push 
in starting switch on dash. See that the fuel supply is not shut 
off underneath the tank and make certain that the carburetor 
is full of gasoline. This may be done by pushing the little 
wire on the carburetor through the small hole on the float 
chamber cover until gasoline leaks out around the edge of the 
cover. If you are using distillate or kerosene as fuel, it will 
be necessary to prime the carburetor with gasoline through 
the priming cup (see Plate No. 3 at 1) located on the carburetor 
connection. Blow out the dirt in this priming cup before 
filling. Turn motor over until it starts, then allow it to run for 
at least two minutes to warm up before attempting to start the 
Tractor. 

Aid in Starting 

In especially cold weather the motor may be made to start 
easier by priming it. To do this open priming cocks on top of 
cylinders and pour about a tablespoon of gasoline into each 
cylinder; then close the cocks and crank motor as before. The 
object in doing this is to be sure that gasoline has reached the 
cylinders. 

Starting Tractor After Motor Is Running 

To start the tractor moving with motor running, take the 
operator’s seat. Place both hands on gear shift lever bar. 
Press both clutch pedals as far down as they will go, then to 
go into forward gear, push right hand forward and pull with 
left. Do this with a quick motion to avoid rasping gears. Re¬ 
verse the action to go into reverse gear. Allow the clutches 
to come up evenly and Tractor should get away in a straight 
line. 

Steering 

Do not ride with your feet on the clutch pedals. Ordinary 
steering should he done with the steering tiller, but to make 
short turns it is necessary to slightly depress the clutch pedal 
on the side of direction you want to turn. 
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IjKPT SIDE OF MOTOR Plate No. 2 

Care 

A Tractor, the same as any other piece of machinery, re¬ 
quires a certain amount of attention and care. The success 
with which it is operated and the degree of its efficiency de¬ 
pends on the person who operates it, and the manner in which 
it is operated, and the care taken of it. 

Oil 

The first and most important thing to consider is lubrication. 

To replenish oil supply of motor remove breather tube 
cover from oil filler pipe on left side of motor and pour in the 
best grade of medium cylinder oil you can buy, until the oil 
gauge stands at its high position. 

If distillate or kerosene is used for fuel, careful attention 
must be given to the possible dilution of the lubricating oil in 
the motor. When these fuels are used, the wire trigger con¬ 
trolling the butterfly valve in the combination manifold should 
be pulled forward. The lubricating oil should be drained from 
the crank case every thirty hours of operation and replenish¬ 
ed with clean fresh oil. 
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RIGHT SIDE OP MOTOR Plate No. 3 


Even when using gasoline the crank case should be drained 
and refilled every month of operation. 

At least once each season, the lower half of the crank case 
should be removed and thoroughly cleaned with distillate. Ex¬ 
amine the oil pump also the oil pump screen in the bottom of 
the crank case. This may be clogged with dirt. 

The transmission should contain about three gallons of 
heavy oil (Trans. A) Examine this weekly and fill with oil 
through one of the hand holes until oil runs out of the oil level 
plug hole in the right side of the case. 

The rear wheels are lubricated from the reservoir hub caps. 
Distribute one fourth pint of heavy oil (Zeroline Trans. A.) 
equally in these caps once a week. 

Oil magneto as directed in magneto instruction book. 

Study the lubrication chart, page 17 and carry out its in¬ 
structions perfectly, and little trouble will result, as the tract¬ 
or will be properly lubricated at all times. 
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Fuel 

The Combination intake and exhaust manifold (plate No. 3 
at 2) is designed to vaporize kerosene and distillate as well as 
gasoline, and these fuels can be used, although gasoline is 
recommended as being less trouble and more economical 
in the long run. The intake gas passes through a chamber 
which surrounds the combination manifold exhaust passage in 
such a way it comes in contact with walls heated by the ex¬ 
haust gas, the butterfly valve directs the flow of intake gas 
so that the gas can be passed partly around the exhaust pass¬ 
age, or completely around, depending on the amount of heat 
reqired to vaporize the fuel. When gasoline is used the butter¬ 
fly valve handle should be pulled back, so that the gas passes 
only partly around the exhaust passage. When kerosene or 
distillate is used, the handle is pulled forward, allowing the 
gas to travel completely around the exhaust passage. A well 
is provided to collect all unvaporized fuel in the intake gas. 
This fuel is completely vaporized in the well by the heat of the 
walls. 

Cylinders 

When there is a noticeable loss of power by poor compression 
and a sharp knock in the cylinders when the throttle is rapidly 
opened, it is probable that there is a deposit of carbon in the 
cylinders. With all motors such deposits will occur, their fre¬ 
quency depending largely upon the quality and quantity of cyl¬ 
inder oil used. The poor oil will leave a heavy coating on the 
cylinder walls and head, while a good oil will burn clean, leav¬ 
ing very little carbon deposit. Too much oil gives almost the 
same result as poor oil. Watch your oil gauge! 

Removing Carbon 

Take off the hood over the motor, drain the water from the 
water circulating system by removing the drain plug in the 
bottom of the radiator, remove the wires on the top of the cyl¬ 
inder head, disconnect the radiator upper hose from the motor, 
disconnect the radiator tie rod from the motor and prop up the 
radiator so that it will not fall forward, and take off the clarifi¬ 
er spear head. Take off the cylinder head, being careful not to 
damage the cylinder head gasket. Then with a putty knife or 
screwdriver scrape the carbon from the cylinder head and pis¬ 
tons, taking care that the carbon removed does not get down 
into the cylinders or bolt holes, or under the valves. When 
replacing the cylinder head see that it is tightened down prop¬ 
erly by drawing up evenly on the cap screws, giving each a few 
turns at a time. Shellac both sides of the gasket before re¬ 
placing. 

Valves 

Valves may sometimes get dirty, so that they do not seat 
properly, resulting in a loss of power. If there is a loss of com¬ 
pression in any cylinders when turning the motor over slowly 
it is probable that the valves need grinding. 
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To grind valves remove all the items mentioned above, also 
the plate on the side of the motor covering the valve springs. 
To do this, it will be necessary to remove the wires irom tne 
magneto, and the combination manifold, together with the 
muffler and carburetor. 

With a valve lifting tool, raise valve spring and remove sup- 
port from below valve spring seat. The valve can then be lilted 
out from the top. Take out the valve spring and washer. Remove 
and grind one valve at a time so that no mistake can be made 
in replacing. 

Grinding Valves 

For this work use a good prepared grinding compound. Put 
a small amount in a dish and add enough lubricating oil to 
make a thin paste. Place the mixture sparingly on the bevel 
face of valve. Put the valve in position on the seat and rotate 
back and forth about a quarter of a turn a few tunes, with a 
grinding tool or a large brace and screwdriver bit. Then lilt 
slightly upon seat, changing the position, and continue to 
rotate, and keep on repeating this operation until bearing sur¬ 
face is smooth and bright. Do not turn the valve through 
a complete rotation, as this will cause scratches around the en¬ 
tire circumference of the seat and valve. When finished grind¬ 
ing remove valve and wash thoroughly with kerosene and wipe 
out’valve seat. Be extremely careful not to allow any of the 
grinding compound to get into the cylinders. If the valve seat 
is badly worn, it will have to be reseated with a valve seating 
tool, an operation which should be undertaken only by an ex¬ 
pert mechanic. 

In replacing valves put a few drops of oil on the stems, 
springs and cylinder walls. 

When the valve tappets become worn so that there is too 
much play between them, adjustment can be made by screw¬ 
ing the tappet screw upward. Be sure to securely lock the 
screw with the lock nut. Clearance between the valve stems 
and tappets should be .020 inches. 

Water 

Always keep radiator filled to within IV 2 in. of the top with 

clean water. „ ^ x , , , 

Remove drain plug from bottom tank and flush out at least 

once a week to remove sediment and rust that might accumu- 

Cold water should never be poured into a hot empty radiator, 
as it probably would result in cracking a cylinder. 

If motor is" operated during winter months, the water circu¬ 
lation should be carefully watched to avoid a possibility of the 
water freezing. A simple anti-freezing solution, composed of 
one part wood alcohol and two parts of water is a gieat help 
during severe weather. 

If Tractor is stored during winter months, be sure the water 
is drained from the pump and radiator. This may be done by 
taking out plug in bottom of radiator. 
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Water Pump 

Keep pump well packed and water connections tight. To re¬ 
pack, unscrew the packing nut at the rear of the pump, and 
refill inside with an oiled graphite packing. 



Clarifier 

The air cleaner is of simple construc¬ 
tion, and cannot get seriously out of 
order. It should be cleaned daily. Un¬ 
screw the nut on top of the clarifier shell, 
allowing the bottom of the container and 
the rod that holds the cleaning cloth in 
position to come down (see plate No. 4), 
permitting you to shake the cloth free of 
dust without disconnecting it. Replace, 
making sure that all joints are 
air tight, both at bot¬ 
tom of cleaner and air 
pipe connections to 
carburetor. 


Plate No. 4 
Air Clarifier 


Ignition 

The magneto as a rule gives little trouble, and the less it is 
disturbed the better it operates. 

For all care and adjusting refer to the magneto instruction 
book. We recommend that when anything goes wrong, the 
magneto be taken to an expert for repairs. 

See that the wire terminals from the magneto to the spark 
plugs are always kept tight. 


Spark Plugs 

Dirty spark plugs will cause missing. To test for such plugs 
lay the metal part of a screwdriver on the wire terminal in 
such a way that its end is Vs in. above the spark plug lower 
nut, but not in contact. If a spark passes from the screwdriver 
to the nut as the motor is turned over, the magneto is deliver¬ 
ing spark at that point. Then take out spark plug and, still 
connected to the wire terminal, lay it on top of the cylinder so 
that points can be seen. When motor is turned over spark 
should jump between these points. If no spark, plug is bad 
and should be cleaned. The cleaning may be accomplished 
with an old toothbrush dipped in gasoline. But in order to do 
the work thoroughly, the plug should be taken apart, by secur¬ 
ing the hexagon shell in a vise and loosening the pack nut 
which holds the porcelain in place. Carbon can then be 
scraped from the porcelain by a small knife. Be careful not 
to scrape so hard as to damage the glaze on the plug, other¬ 
wise it will carbonize quickly. In assembling the plug, care 
should be taken to see that the pack nut is not tightened too 
much so as to crack the porcelain. 
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Transmission 

A knowledge of the construction and operation of the Trans¬ 
mission is important to properly care for it and keep it in ad- 

jUSt The 1 construction of the gear shift and transmission is 
simnle although a written description of it seems complicated. 
Take off the two hand hole covers on the transmission case so 
that the interior can he seen. Then while reading this de¬ 
scription, refer to the Tractor for illustration. 

The drive shaft from 
the motor connects with 
the transmission drive 
shaft through a flexible 
disk coupling, to allow 
for any disalignment 
which may occur. On the 
end of the transmission 
drive shaft (A) (Plate 
No. 5), inside the case, is 
a small bevel pinion gear 
(B) which meshes with 
two bevel gears (C). 

These bevel gears rotate 
in opposite directions Plate No 5 splinetl Shaft 
freely on their shaft (D). 

A dog clutch (E) slides on splines on this shaft and engages 
in female gears on the inside of the bevel gears (C). This 
dog gear, or clutch, can assume three positions, i. e., in mesh 
with the bevel gear on the left, in mesh with the bevel geai 
on the right, or rest intermediate between the two gears, not 
in mesh with either. Shifting this dog gear is accomplished 
by the gear shift lever which extends up through the trans¬ 
mission case. A sharp twist to the right causes the dog gear 
to engage the bevel gear which moves the Tractor forward, 
a twist to the left engages the bevel gear moving the Tractor 
backward. Between these two points is neutral, where neith¬ 
er bevel gear is engaged by the dog clutch. This neutral 
position is indicated by the gear shift handle being diiectlv 
at right angles with the Tractor, and caught in the clutch 

latch notches. , , , 

A pinion gear keyed to the shaft (D) at the left meshes 
with the intermediate gear on an intermediate shaft be¬ 
tween the final drive shaft and on the bevel gear shaft. On the 
intermediate shaft is also keyed another pinion geai mesh¬ 
ing with the master gear on the final drive shaft or axle. 

Refer to plate No. 5. Proper adjustment of the bevel 
pinion and bevel gears is important. The moving of the 
pinion (B) is accomplished by putting in or taking out of 
paper gaskets between the bearing cap (F) and the beaiing 
cage (G) on the drive shaft at the front end of the case, 
until this bevel pinion gear is flush with the outside dia¬ 
meter of the bevel gears (C). 
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The bevel gear shaft (D) must be so adjusted that the 
splined portion is exactly centered on the bevel pinion gear 
so that the bevel gears engage equally. This is done by 
screwing in or out on the bearing caps (H) at either end 
of the bevel gear shaft and judging of the engagement by 
sighting through the hand hole at the top of the case. There 
should be about 1-32 in. play allowed the bevel gears. Ob¬ 
serve that it is necessary when screwing in on one side to 
screw out on the other to allow the shaft to move. When 
the proper adjustment is made, be sure that both bearing 
caps are tight and locked in place. 

Master Gear, Live Axle and Bearing Assembly 

This assembly of the Fageol Tractor should need no ad¬ 
justment for several seasons of use, and then only to take 
up the small amount of wear in Timken Roller Bearings, on 

which the live axle is 
mounted. This is done by 
reaching through the 
hand hole m the top of 
the transmission case and 
unlocking the lock spring- 
on the adjusting nut and 
screwing same up against 
the bearing tightly, and 
then turning back an inch 
or two, until the axle re¬ 
volves freely. This oper¬ 
ation will automatically 
take up the wear on the 
bearing on the opposite 
side of the gear, or in the 

jc ict ic n Ui o 

Master Gear shallow half of the trans¬ 

mission case. Should it at any time be necessary to disassemble 
the Transmission for adjustment, upon reassembling, care must 
be taken that these bearings are properly adjusted. First, the 
cup must be fitted tightly into the bearing cage, then the ad¬ 
justing nut must be put on the axle shaft, after which the 
bearing is fitted on. The entire assembly is then lifted into 
the Transmission case, and the bearings seated firmly, in the 
cup of the deep half of the case, and the adjusting nut screw¬ 
ed down until the master gear meshes flush with the teeth of 
the master pinion. The bearing on the opposite side of the 
shaft must now be set so that when the shallow half of the 
Transmission case, or the cover, is bolted on, with the cone in 
the bearing cage, it fits tightly against the bearing, and any 
adjustment that is necessary to make this fit properly must 
be made through the hand hole by screwing up, or letting out 
on the adjusting nut of the bearing directly under the hand 
hole. Just enough play should be left between the adjusting- 
nut and the bearing to allow the shaft to rotate freely within 
the bearing. 
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Clutches 

With the clutches in, properly adjusted, there are three or 
four inches of free play in the clutch pedals when the clutches 
are engaged and yet enough action in the pedals to completely 
disengage each clutch by depressing the pedal. If a clutch 
does not release, decrease the diameter of the clutch band by 
loosening the lock nuts (see plate No. 7) on the four adjusting 
nuts and screw in on the adjusting nuts until the clutches re¬ 
lease when the pedal is depressed, after which be sure to tight¬ 
en up the lock nuts. Should the clutches not engage properly 
reverse the process and let out the adjusting nuts. 

When the lining of a clutch is worn so that the clutch no 
longer engages properly, remove the wheel cleaner, take off 
the hub caps, remove the dowel pin on the axle and slip off the 
drive wheel. This exposes the clutch so that the rivets holding 

the brake lining can be 
sheared off with a chisel. 
Remove worn lining and 
substitute new lining and 
rivets. Be sure that the 
heads of the rivets on the 
lining side of the band do 
not stick up sufficiently to 
touch the drum of the 
drive wheel. Care must 
be taken at all times to 
prevent oil getting on the 
clutch lining; otherwise 
it will slip in engage¬ 
ment. 


ADJUSTING 
NUTS 



Clutch Plate No. 7 

Motor Bearings 

When a motor knock develops, one or more bearing are 
loose. Immediate attention should be given this matter to 
prevent it from becoming worse. Remove the crank case un¬ 
der the motor. This exposes the main bearings and connecting 
rod bearings, and adjustments can be made without taking 
the motor out of the tractor. 

To adjust a main bearing, remove the bearing cap and take 
out an equal number of shims (be sure they are the same 
thickness) from both sides until bearing fits snug. Replace 
and try the fit. Continue until a proper fit is obtained. 

Piston rod bearings are treated in the same way. 

Piston pins are not babbited, but a bronze bushing is used 
instead. In case of a loose piston pin bearing, replacement of 
bushing and pin is necessary. 

Plowing 

With average soil conditions, the Tractor will give best re¬ 
sults with a two 14 in. bottom plow or a three 10 in. bottom 
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plow. Both should be self-lifting. With a self-lifting plow, 
the operator can manage both Tractor and plow from the 
Tractor seat. The clevis of the plow should be attached to the 
end link of the Tractor draw bar with a stiff hitch, avoiding 



flexible couplings. Figure 1 shows the proper arrangement 
of the adjusting bars of the hitch for field work. The" right- 
hand wheels should ordinarily travel in the furrow in field 
plowing unless the soil is unusually soft. Figure 2 shows the 
proper adjustment for plowing toward trees or vines. Figure 
2 shows the proper hitch for plowing close up and away from 
trees, etc. 



Fig. 2 Hitch for Plowing Toward Trees 


The draw bar and roller allow turns to be made very easily. 
The proper amount of side draft on the Tractor is made auto¬ 
matically by the roller without reducing the ease of steering. 



Fig. 3 Hitch tor Plowing Away from Trees 
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Figure 4 shows how to hitch plows or other implements so 
as to allow them to ride evenly without either tending to 
dig in or pull out. Keep the hitch on the implement as low 
as possible. 



Lay out your field before you commence to plow, to deter¬ 
mine the best method, avoiding as much as possible traveling 
with the plows out of the ground. 


Belt Work 

As special equipment, a pulley is fitted to the side frame of 
the tractor and driven from a sprocket on the drive shaft di¬ 
rectly back of the flywheel. Twelve horsepower is available 
at the pulley to operate any stationary machinery. The pul¬ 
ley, which is 8 inch in diameter, runs at 1,200 revolutions per 
minute. This equipment is not standard, and an additional 
charge is made for it. 


Conclusion 

The careful and conscientious operator of a Tractor, who 
handles it as cautiously as he would any other fine piece of 
machinery, will be able to operate it with great success, and 
little difficulty. 

When in need of information regarding any part of a Trac¬ 
tor, you will always find our Service Department ready to as¬ 
sist you. 
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Specifications of Fageol Tractor 


Draw Bar H. P. . 9 

Belt H. P. at 2600 belt feet per minute — 12 

Normal draw bar pull in pounds 1450 

Number of plows 14 in. bottom 2 

Number of plows 10 in. bottom . . 3 

Plowing speed in miles per hour- - .2 1-3 

Length over all in inches . . 117 

Width over all in inches .. 53 

Height over all in inches . .—.. . 56 

Weight in pounds . .3500 

Draw bar height in inches . ... - 16 to 10 

Turning radius in feet . .—.. .13 y 2 

Outside diameter of drive wheel in inches . 48 

Driving diameter of drive wheel in inches - 44 

Diameter of steering wheels — ----- .. 24 

Fuel supply in gallons -.. .. . 10 


Clutches in each-- rear wheel. No differential. 

Traction by “Fageol” grouser wheel. 

Front axle pivoted to allow for unevenness of ground. 

Front wheels are disc shaped to prevent raising dust. 

Cooling by large radiator, belt driven roller-bearing fan, and 
centrifugal pump. 


MOTOR— 

Horse Power motor S. A. E. rating . 19.63 

Bore in inches . . .3 V 2 

Stroke in inches —- . . ... 5 

Piston displacement in cubic inches .192.4 

Revolutions per minute . . .1250 

Lubrication by force feed. 

Ignition—High tension magneto. 


Vaporizer suitable to gasoline, kerosene or distillate. 
Fageol Air Clarifier. 

Removable cylinder head. 

Removable crank case. 
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(Note-'-Neglect of lubrication will cause serious trouble.) 
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MOTOR TROUBLES 


When Motor Fails to Start 

1. Out of distillate or gasoline. 

2. Disconnected switch or wires. 

3. Out of oil, which is indicated by the motor knocking and 
then refusing to run. . 

4. When motor will not turn over it is a good indication that 
either the water in the pump has frozen, or the pistons 
have seized through lack of oil. 

When Motor Misses Fire 

1. Imperfect or foul spark plugs. 

2. Broken or disconnected wires. 

3. Dirt in carburetor, or clogged gas line. 

4. Carburetor improperly adjusted. 

5. Loss of compression in any cylinder. This may be caused 
by the valves sticking or dirt becoming lodged under them. 

6. Magneto points out of adjustment. Dirty distributor. 

7. Loose distributor block. 

Loss of Power 

When the motor will run, but lack of power is in evidence 
under heavy pulls, look for the following causes: 

1. Loss of compression. 

2. Carburetor flooding, causing too rich a mixture. 

3. Valves not seating properly, and not holding compression. 

4. Motor becoming overheated from lack of water, oil, or fan 
not working. 

5. If there is a stoppage in the gasoline pipes, the motor will 
spit back through the carburetor when throttle is open. 

6. Magneto not timed correctly. 

7. Carburetor not properly adjusted. 

When Motor Refuses to Stop 

1. Short circuit in switch. 

2. Ground wire disconnected from magneto or motor. 

3. Motor may be overheated, causing pre-ignition. 
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# 




< 
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When Motor Refuses to Start 

1. Switch disconnected. 

2. Loose or broken wire. 

3. Out of oil or gasoline. 

4. Magneto points not making proper contact. 

When Motor Knocks 

1. Carbon in cylinders. 

2. Too rich or too lean a mixture. 

3. Loose motor bearings. 

4. The valve push rods may have too much play, causing a 
light tapping. 

5. Spark advanced too high for speed of motor. 

Boiling or Steaming Water 

1. Low supply of water. 

2. Too rich or too lean a gasoline mixture. 

3. Carbonized cylinders. 

4. Lack of oil. 

5. Broken or loose fan belt. 

6 . Broken or inoperative pump. 

7. Magneto improperly timed. 

8 . Water hose in bad condition or clogged. 

Don’ts 

1. Don’t overload tractor. 

2. Don’t make any adjustments until you know the cause of 
the trouble. 

3. Don’t overspeed a motor. 

4. Don’t overwork a new motor. 

5. Don’t allow nuts, etc., to become loose. 

6 . Don’t disturb magneto or carburetor unless you are an ex¬ 
perienced man in that work. 

7. Don’t turn steering gear when tractor is standing still. 

8 . Don’t start motor until gear shift lever is in neutral posi¬ 
tion. 

9. Don’t engage clutches suddenly. 
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PARTS PRICE LIST 

Pageol Walking IracIor 


HOWTO ORDER PARTS 

Order from your local agent. 

ALWAYS: Give serial number of Tractor. 

Part Number. 

Name of Part as given in this book. 
Quantity of each part required. 

Shipping Instructions. 

ALWAYS: Confirm telegrams with letters giving full de¬ 
tail. If in doubt as to parts needed, send broken parts to 
your local agent. 

In Returning Parts 

ALWAYS: Prepay shipping charges, otherwise shipment 
will not be received 

Serial number of Tractor will be found on name plate on 
dash, and also stamped on top of Right Hand frame channel 
below the muffler. 

All parts will be shipped C. O. D. by Express or Parcel Post 
and sight draft bill of lading if by freight except where orders 
are accompanied by remittance in full. All remittances by 
mail must be by certified check or Post Office or Express 
Money Order. 

Prices subject to change without notice. 


MANUFACTURED BY 


Jageol Motors [ompany 


"HONEST PRODUCTS” 

OAKLAND, CALIFORNIA 
U. S. A. 
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CYLINDER Plate No 8 


Fgbh 

5617 

Cylinder block with all studs 

1 

$68.00 

Fglk 

5609 

Cylinder head 

1 

16.35 

Fgbd 

5613 

Cylinder head gasket 

1 

1.95 

Fgbe 

5614 

Cylinder head stud 

16 

.11 

Fgbf 

5615 

Cylinder head stud washer 

16 

03 

Fgbg 

5616 

Cylinder priming cup 

4 

.60 

Fggg 

5666 

Valve tappet cover 

1 

.70 

Fggh 

5667 

Valve tappet cover gasket 

1 

.30 

Fgbj 

5618 

Reduction gear case 

1 

8.90 

Fgbk 

5619 

Reduction gear case gasket 

1 

05 

Fgcl 

5620 

Reduction gear case dowel 

2 

.02 

Fgcb 

5621 

Starting crank bracket 

1 

4.15 

Fgcc 

5622 

Starting crank bracket gasket 

1 

.02 

Gcje 

6284 

Fan pulley packing gland 

1 

.12 

Fgke 

5694 

Fan pulley packing washer 

1 

.04 



CRANK SHAFT P3ate No, 9 


Fgde 

5634 

Crank 

shaft 


i 

53.60 

Fgdf 

5635 

Crank 

shaft 

gear 

1 

4.35 

Fgdg 

5 636 

Crank 

shaft 

gear retainer 

1 

10 

Fgdh 

5637 

Crank 

shaft 

front bearing 

o 

4 

3.90 

Fgdj 

5638 

Crank 

shaft 

front bearing cap 

1 

2.60 

Fgdk 

5639 

Crank 

shaft 

front bearing shim L. H. 

4 

04 

Fgec 

5642 

Crank 

shaft 

fro^nt bearing shim R. H. 

4 

.04 

Fgel 

5640 

Crank 

shaft 

bearing dowel 

4 

.02 

Fgeb 

5641 

Crank 

shaft 

bearing stud 

8 

.19 

Fged 

5643 

Crank 

shaft 

bearing stud washer 

8 

.02 

Fgee 

5644 

Crank 

shaft 

front bearing packing 

1 

.02 

Fgef 

5645 

Crank 

shaft 

rear bearing 

2 

3.20 

Fgeg 

5646 

Crank 

shaft 

rear bearing cap 

1 

1.95 

Fgeh 

5647 

Crank 

shaft 

rear bearing shim 

8 

.03 

Fgej 

5648 

Cank 

shaft 

rear bearing packing 

1 

.03 


Always Give Serial Number of Tractor when Ordering Parts 
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CAM SHAFT 


Fgfb 

5651 

Cam shaft 

1 

25 30 

Fgfc 

5652 

Cam shaft gear 

1 

6.20 

Fgfd 

5653 

Cam shaft front bearing 

1 

3.35 

Fgff 

5655 

Cam shaft front bearing set screw 

1 

.02 

Fgfe 

5 654 

Cam shaft center bearing 

1 

1.60 

Fgfg 

5656 

Cam shaft center bearing set screw 

1 

.02 

Fgfh 

5657 

Cam shaft rear bearing 

1 

3.35 

Fgfj 

5658 

Cam shaft rear bearing set screw 

1 

. 0 2 


56+1 £» | 






CRANK CASE 


Plate No. 10 

Fggj 

5668 

Crank 

case 

1 

75.00 

Fggk 

5669 

Crank 

case and cylinder gasket 

1 

.10 

Fghl 

5670 

Crank 

case and cylinder stud 

6 

.12 

Fghb 

5671 

Crank 

case and cylinder stud front 

2 

.10 






■ 

CS3 

563/ 

56Z8 I 

5623 

5625 

o 

tD il 



5632 

56 23 J* 

O 

5624- 

5626 

.5633 

S jJ 

f J 

5630 5627 


Fgcd 

5623 

PISTON AND CONNECTING ROD 

Piston 

Plate 

4 

No. 11 

3.50 

Fgce 

5624 

Piston ring 

12 

.35 

Fgcf 

5625 

Piston pin 

4 

1.00 

Fgcg 

5626 

Piston pin cap bolt 

4 

.20 

Fgch 

5627 

Connecting rod 

4 

6.25 

Fgcj 

5628 

Connecting rod upper bearing 

4 

.80 

Fgck 

5629 

Connecting rod lower bearing 

4 

1.05 

Fgdl 

5630 

(upper half) 

Connecting rod lower bearing 

4 

1.05 

Fgdb 

5631 

(lower half) 

Connecting rod bolt 

8 

35 

Fgdc 

5632 

Connecting rod bolt nut 

8 

.10 

Fgdd 

5633 

Connecting rod bolt shim 

56 

.02 


Always Give Serial Number of Tractor when Ordering Parts 
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FLYWHEEL A\l) ENGINE SUPPORT Plate No. 12 


Sfkcl 

S-5920 

Flywheel stud lock nut % U. S. S. 

4 

.15 

Bddb 

1331 

fFly-wheel stud 

1 

2.30 

Gche 

6270 

Front motor support 

2 

1.5 0 

Ffll 

5500 

tRear motor support bracket 

1 

17.25 

Fgek 

5649 

Fly-wheel 

3 

.25 

Bbje 

1184 

Fly-wheel and disc stud 

3 

.20 

Fflb 

5501 

Flywheel and disc stud spacer 

4 

.25 

Ffbk 

5519 

*Rear motor support 

2 

8.50 

Bbjg 

1186 

Fly-wheel bolt 

4 

.35 


V - vu 

in 

>59 

© O 

5661 5662 

mm =<> 

5660 5663 

£ 

56 64 - 



VALVES 


Plate No. 13 

Fgfk 

5659 

Valve 

8 

.70 

Fggl 

5660 

Valve spring 

S 

.07 

Fggb 

5661 

Valve spring seat 

8 

.02 

Fggc 

5662 

Valve spring seat support 

8 

.02 

Fggd 

5663 

Valve tappet 

8 

1.55 

Fgge 

5664 

Valve tappet screw 

8 

.30 

Fggf 

5665 

Valve tappet lock nut 

8 

.06 



MANIFOLDS 



Gcfe 

6252 

Exhaust manifold 

1 

13.70 

Fbbh 

C71 r ’ 

Exhaust manifold gasket end 

2 

.12 

Fhbj 

5718 

Exhaust manifold gasket center 

1 

.06 

Fdfg 

5356 

Intake combination manifold 

1 

7.10 

Fhbk 

5719 

Intake exhaust manifold gasket 

1 

.10 



Intake combination manifold butterfly 

1 

.40 

Fdfh 

5357 

valve 



Bbgh 

1167 

Intake combination manifold butterfly 

1 

.10 



valve set screw 



Fdfj 

5358 

Intake combination manifold butterfly 

1 

.20 



valve shaft 



Fdfk 

5359 

Butterfly valve regulating handle 


.05 

Fegg 

5466 

Exhaust manifold intake gasket 

o 

.15 

t Used 

after tractor No. 5 0400 



* Used 

up to tractor No. 5 04 01. 




Always Give Serial Number of Tractor when Ordering; Parts 
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5694.5^-a 


Fegh 

5467 

Bdbh 

1317 

Bdce 

1324 

Bdcf 

1332 

Bddc 

1332 

Bdcd 

1323 

Fgke 

5694 

Fgkf 

5695 

Fgkg 

5696 


Combination manifold intake and exhaust 
gasket 2 

Muffler elbow stud 2 

Exhaust manifold upper outer stud 2 

Exhaust manifold center upper stud 2 

Exhaust manifold center lower stud 2 

Intake manifold to exhaust manifold stud2 
Motor water inlet manifold 1 

Motor water inlet manifold gasket 1 

Motor water inlet manifold stud 2 


Plate No. 14 

.15 

.15 

.15 

.15 

.15 

.10 

1.60 

.03 

.19 



5613 


A-416 


5674 

Eg he 

5672 

Oil 

OIL PAN 

pan 

Plate No. 15 

1 18.95 

Fghd 

5673 

Oil 

pan gasket 

1 

.22 

Fghf 

5675 

Oil 

filler and breather 

1 

.30 

Fghe 

5674 

Oil 

filler and breather baffle 

1 

.06 

Fghh 

5677 

Oil 

gauge plunger 

1 

.12 

Fghj 

5678 

Oil 

gauge float 

1 

.25 

Fghk 

5679 

Oil 

pump body 

1 

4*20 

Fgjl 

5680 

Oil 

pump valve pin-long 

2 

.01 

Fgjb 

5681 

Oil 

pump plunger 

1 

1.10 

Fgjc 

5682 

Oil 

pump spring 

1 

.04 

Fgjd 

5683 

Oil 

pump body bolt 

1 

.25 

Fgje 

5684 

Oil 

pump plunger push rod 

1 

1.40 

Fgjf 

5685 

Oil 

pump suction pipe 

1 

.45 

Fgjg 

5686 

Oil 

distributor tube 

1 

.80 

Fgjh 

5687 

Oil 

strainer 

1 

.45 

Ffkl 

5590 

Oil 

pan oil level cock 

1 

.50 

Aebg 

A-416 

Oil 

breather clarifier Assem. 

1 

1.80 


Always Give Serial Number of Tractor when Ordering Parts 
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5304 


(b 

Idis 


<1 

5^*8 


5QQ5 


62.07 


55 <6 7 




A-4-II 


1567 


o 

54-66 


5306 


55<54 


iV A 

** 147 


“» I 

5374 


5553 


THROTTLE CONTROL AND CARBURETOR Plate No. 16 


Aebb 

A-411 

Tillotson carburetor 

i 

16.50 

Fegg 

5466 

Tillotson carburetor gasket 

1 

.15 

Fhcl 

5720 

Tillotson Carburetor elbow gasket 

2 

.10 

Fdhe 

5374 

Carburetor elbow 

1 

1.85 

Fecj 

5428 

Carburetor priming wire 

1 

.15 

Fjjf 

5885 

Caruretor control rock shaft support 

i 

.65 

Ffgh 

5567 

Carburetor control rock shaft 

1 

.30 

Gelh 

6207 

Carburetor control lever 

2 

.60 

Fdle 

5304 

Throtle control lever 

1 

.25 

Bfgli 

1567 

Throttle control felt washer 

1 

.15 

Beh 

147 

Throttle control ball joint 

1 

.35 

Fi’jd 

5583 

Throttle control rod-long 

1 

.35 

Ffje 

5584 

Throttle control rod-short 

1 

.15 

Bjbk 

1819 

Throttle control spring 

1 

.20 

Fdlg 

5306 

Throttle control lever quardrant 

1 

.50 

Cklb 

2901 

Throttle control lever klevis clip 

1 

.03 



□ S 


5155 


I 

5752 


56 52 


5757 575 - 4 - 

O 

5755 






Plate No. 17 



MAGNETO 



Aelf 

A-405 

Magneto assembly 

1 

50.00 

Gcjf 

6285 

Magneto bracket 

1 

1.50 

Fhfc 

5752 

Magneto bracket bushing 

1 

.85 

Fhfd 

5753 

Magneto bracket gasket 

1 

.10 

Fhfe 

5754 

Magneto drive shaft 

1 

1.50 

Fhff 

5755 

Magneto drive shaft felt washer 

1 

.20 

Fgfc 

5652 

Magneto drive shaft gear 

1 

2.00 

Fhfg 

5756 

Magneto flexible coupling strap 

2 

.25 

Fhfh 

5757 

Magneto taper flange 

1 

.55 

Fhfj 

5758 

Magneto drive shaft nut 

1 

.20 

Ffhf 

5575 

Magneto timing lever arm tie strap 

1 

.10 


Always Give Serial Number of Tractor when Ordering Parts 
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Plate No. 18 


MUFFLER 


Acde 

A-234 

Muffler assembly 

1 

8.75 

Fcbb 

5211 

Muffler exhaust end 

1 

3.15 

Fdgf 

5365 

Muffler intake end 

1 

3.00 

Fcdk 

5239 

Muffler baffle plate 

1 

.30 

Fcfb 

5251 

Muffler shell 

1 

.75 

Fcfc 

5252 

Muffler tube-long 

1 

.30 

Fcfd 

5253 

Muffler tube-short 

1 

.25 

Bdbc 

1312 

Muffler stud 

o 

fj 

.15 

Fegg 

5466 

Muffler gasket 

1 

.15 



Plate No. 19 

CLARIFIER 


Acjl 

A-2 80 

Clarifier 

tank shell and brackets 

1 

6.50 

lidbk 

1319 

Clarifier 

elbow stud 


1 

.10 

Fljg 

5086 

Clarifier 

tank upper support 

bracket 

1 

.25 

Fljh 

5087 

Clarifier 

tank lower support 

bracket 

1 

.25 

Fljb 

5081 

Clarifier 

bottom ring 


1 

2.00 


Always Give Serial Number of Tractor when Ordering Parts 
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Fljc 

5082 

Clarifier bottom plate 

1 

.90 

Fljd 

5083 

Clarifier dust bag upper plate 

1 

.85 

Flhk 

5079 

Clarifier dust bag 

J 

1.65 

Flhh 

5077 

Clarifier dust bag rod 

1 

.45 

Ffgf 

5565 

Clarifier tank elbow 

1 

1.00 

Bffk 

1559 

Clarifier tank elbow felt washer 

1 

.15 

Gchf 

6275 

Clarifier umbrella 

1 

2.50 

Gchg 

6276 

Clarifier vertical tube and elbow 

1 

2.25 

Gcjg 

6286 

Clarifier horizontal tube 

1 

1.00 

Gchh 

6277 

Clarifier tube clamp 

1 

.25 

Gcee 

6244 

Clarifier tube vertical hose 

1 

.30 

Sdllc 

S-3002 

Clarifier tube vertical hose clamp 

1 

.10 

Adhd 

A-37 3 

Clarifier hose and butterfly assembly 

1 

1.30 

Sdlld 

S-3003 

Clarifier hose assembly clamp 

1 

.10 

Ffgg 

5566 

Clarifier hose elbow 

1 

.60 

Ffgk 

5569 

Clarifier hose upper 

1 

.65 



Plate No. 20 


WATER PUMP 


Ffbh 

5517 

Pump housing 

1 

6.55 

Ffbb 

5511 

Pump shaft 

1 

.55 

Fflj 

5508 

Pump runner 

1 

2.2o 

Ffbc 

5512 

Pump housing gasket 

1 

.10 

Ffbl 

5510 

Pump cover 

1 

3.60 

Ffbd 

5513 

Pump shaft coupling flange 

1 

.90 

Pljl 

3080 

Pump shaft coupling flange pin 

2 

.10 

Flkj 

509S 

Pump packing nut 

1 

1.10 

Ffbe 

5514 

Pump shaft coupling leather 

1 

.20 

Cell 

2200 

Pump gasket 

1 

.03 

Bbjh 

1187 

Pump cover screw 

e 

.08 

Dljc 

3082 

Pump coupling pin in fan drive pulley 

2 

.05 

Ffeg 

5546 

Pump outlet hose 

i 

.35 

Ffeh 

5547 

Motor water inlet hose 

i 

1.80 

Ffef 

5545 

Motor water inlet elbow 

i 

1.80 


Always Give Serial Number of Tractor when Ordering Parts 
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; 


Fcjb 

5281 

Steering 

STEERING GEAR 
post lower bracket 


1 

Plate No. 21 

1.90 

Fddh 

5337 

and 

Steering- 

bushing 

post lower bracket 

bushing 

1 

.30 

Kbl 

910 

Steering 

post lever ball 


1 

.50 

Fcjd 

5283 

Steering 

post upper bracket 

and bush. 

1 

3.00 

Fddh 

5337 

Steering 

post upper bracket 

bushing 

i 

.30 

Fdeb 

5341 

Steering 

post 


1 

4.25 

Fcbk 

5219 

Steering 

post collar 


1 

.50 

Dlgj 

3068 

Steering 

post collar pin 


1 

.06 

Fcjg 

5286 

Steering 

post ball 


1 

.5 5 

Fcjj 

5288 

Steering- 

post lever 


X 

1.20 

Sckbf 

S-2915 

Steering 

post lever key 


2 

.10 



Plate No. 22 

Always Give Serial Number of Tractor when Ordering Parts 
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DRAG LINK 


Adjj 

A-3 88 

*Drag link assembly 

1 

10.50 

Aedl 

A-430 

fDrag link assembly 

1 

13.50 

Ffhk 

5570 

*Drag link coupling 

1 

.90 

Fhbg 

5716 

Drag link square plug 

1 

.26 

Fhbe 

5711 

Drag link round plug 

1 

.28 

Fhbd 

5713 

Drag link spring 

1 

.10 

Fhbf 

5715 

Drag link spring seat 

RADIATOR 

2 

.24 

Kh 

97 

Radiator cap 

1 

1.40 

Befl 

1450 

Radiator cap washer 

4 1 

.30 

Ffbg 

5516 

Radiator housing 

1 

55.00 

Gcgb 

6261 

Radiator core 

1 

75.00 

Bddd 

1333 

Radiator core stud 

6 

.15 

Fecc 

5422 

Radiator core stud gasket 

6 

.02 

Cffl 

2550 

Radiator copper asbestos gasket 
between housing and core 

6 

.02 

Bdcg 

1326 

Radiator to radiator bracket stud 

2 

.15 

Ffcd 

5523 

Starting crank support bracket 

1 

1.75 

Ftlk 

5 5 00 

Radiator overflow tube 


1.00 

Ffdb 

5531 

Radiator overflow tube connection 

1 

.30 

I fee 

5524. 

Radiator overflow tube clamp 

1 

.20 

Gcgj 

6268 

Radiator support pad 

o 

.40 

(-egg 

6266 

Radiator bracket R 

l 

2.80 

Gcgh 

6267 

Radiator bracket L 

1 

2.80 

Ffcl 

5520 

Radiator inlet pipe gasket 

l 

.10 

Gcgc 

6262 

Radiator inlet pipe 

l 

5.30 

Ffbj 

5518 

Radiator inlet hose 

i 

.95 

Dllf 

3005 

Radiator inlet hose clamp 

2 

.15 

Fhcd 

5723 

Fan housing right half 

i 

1.10 

Fhce 

5724 

Fan housing left half 

1 

1.10 





FAN 


Plate No. 23 

Gcfe 

6254 

Fan drive pulley 


4.30 

Feeh 

544 7 

Fan drive belt 

1 

5.25 

Adkc 

A-3 9 2 

Fan assembly 

1 

15.00 

Gcjh 

6287 

Fan blades 

1 

4.25 

Gcjj 

6288 

Fan hub 

1 

1.50 

Gcjk 

6289 

Fan shaft 

1 

2.50 

Dcgl 

3260 

Fan shaft bearing 

1 

2.00 

Fhch 

5727 

Fan bracket 

i 

4.50 

Gckl 

6290 

Fan hub gasket 

i 

.10 

Gckb 

6291 

Fan thrust disc 

l 

.50 

Gckc 

6292 

Fan thrust collar 

l 

.50 

Bfhj 

1578 

Fan thrust washer steel 

l 

.25 

Bfhk 

1579 

Fan thrust washer bronze 

l 

.40 


t Used after tractor No. 5 04 00 
* Used up to tractor No. 5 0401. 

Always Give Serial Number of Tractor when Ordering Parts 
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Jr 

53*45 

5588 

=O j 


5001 5343 

889 

52.87 S-2QI5 


GEAR SHIFT CONTROL Plate No. 24 


Gcfb 

6251 

Spline 

shaft 

clutch 

1 

10.00 

Jjl 

889 

Spline 

shaft 

clutch yoke 

1 

1.80 

Fcjli 

5287 

Spline 

shaft 

clutch yoke arm 

2 

1.15 

Fdef 

5345 

Spline 

shaft 

clutch lever shaft 

1 

2.25 

Fdeg 

5346 

Spline 

shaft 

clutch lever handle 

i 

.45 

Ffjj 

5588 

Clutch 

latch 

spring 

2 

.60 

Fllb 

5001 

Clutch 

lever 

shaft collar 

1 

.40 

Bffj 

1558 

Clutch 

lever 

shaft collar felt washer 

1 

.15 

Sckbf 

S-2915 

Spline 

shaft 

yoke arm key 

1 

.10 



TRANSMISSION CASE Plate No. 25 


Fbkd 

5197 

Transmission 

case 

-right 


i 

70.00 

Fclh 

5207 

Transmission 

case 

main 

bearing 

1 

.40 



oiler-right 





Fbkc 

5192 

Transmission 

case 

left 


1 

51.75 

Pclj 

5208 

Transmission 

case 

main 

bearing 

oiler-leftl 

.50 

Fcgf 

5265 

Transmission 

case 

gasket 

i 

.40 

Fclb 

5201 

Transmission 

case 

hand 

hole cover 1 

1.25 

Fell 

5200 

Transmission 

case 

hand 

hole cover gasketl 

.15 

Bbgg 

1166 

Transmission 

case 

clutcb 

l return 

spring 1 

.15 


cap screw 


Always Give Serial Number of Tractor when Ordering Parts 
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Gcfd 

6253 

SPLINE SHAFT 

Spline shaft 

Plate 

1 

No. 26 

8.25 

Flee 

5044 

Spline shaft pinion 

i 

5.10 

Cgbb 

2611 

Spline shaft bearing 

2 

12.50 

Bejl 

1480 

Spline shaft bearing spacer 

1 

.35 

Fbkf 

5195 

Spline shaft bearing cap 

2 

1.25 

Gcef 

6245 

Spline shaft bevel gear 

2 

22.50 

Behk 

1479 

Spline shaft thrust washer 

1 

1.00 

Sckbh 

S-2917 

Spline shaft pinion key 

1 

.20 

Fleg 

5046 

INTERMEDIATE SHAFT 

*Intermediate shaft (60 to 1) 

i 

8.90 

Flcj 

5028 

intermediate shaft pinion gear 

(60 to 1)1 

13.25 

Cgbf 

2615 

Intermediate shaft bearing 

2 

20.00 

Fdgd 

5363 

Intermediate drive gear 

1 

33.00 

Sckgj 

S-2968 

Intermediate drive gear key 


.20 

Fehk 

5479 

t intermediate shaft & pinion gear (71-1,1 

22.50 

Gche 

6274 

fIntermediate shaft and pinion 

gear (6114 to 

1) 




o 


6090 

ca 

5*502. 


5501 


1330 


\414 


5331 3(3 

% 



5-29 15 5-2934 



0 

82.9 




* 0 ^ 



5061 

mmmm 

5541 2616 


26 IS 




REVEL 

PINION SHAFT 


Plate No. 27 

Fflc 

5502 

Transmission 

coupling spider 

1 


4.00 

Sckde 

S-2934 

Transmission 

coupling spider key 

1 


.15 

Glkl 

6090 

Transmission 

drive disc 

4 


3.25 

Behe 

1474 

Transmission 

drive disc washer 

36 


.03 

Fflb 

5501 

Transmission 

coupling flywheel spacer 

3 


.15 

Eddl 

1330 

Transmission 

flywheel stud 

3 

1 


. 15 

Fekf 

5495 

Transmission 

coupling spacing spider 


1.80 

Flgb 

5061 

Bevel pinion 

shaft 

1 


4.00 

Ffeb 

5541 

Bevel pinion 

shaft sleeve 

1 


1.40 

Cgbg 

2616 

Bevel pinion 

shaft bearing rear 

1 


8.00 

Cgbk 

Jck 

2619 

829 

Bevel pinion 
Bevel pinion 

shaft bearing front 

1 


9.00 

6.75 

Sckbf S-2915 Bevel pinion 

t Used after tractor No. 5 0400 

key 

1 


.10 


* Used up to tractor No. 5 04 01. 

Always Give Serial Number of Tractor when Ordering Parts 
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Fdde 

5334 

Bevel 

pinion 

oil shield 


1 

.20 

Ffdf 

5535 

Bevel 

pinion 

shaft bearing- 

cage 

1 

2.75 

Fddb 

5331 

Bevel 

pinion 

shaft bearing- 

thrust plate 

,i 

1.65 

Fddc 

5332 

Bevel 

pinion 

shaft bearing- 

cage gasket 

2 

.12 

Bfge 

1564 

Bevel 

pinion 

shaft bearing- 

cap felt wash 

3 

.15 

Fddl 

5330 

Bevel 

pinion 

shaft bearing 

cap 

1 

1.10 

Kbd 

913 

Bevel 

pinion 

shaft bearing 

cap shim 

4 

.25 



Flck 

5029 

MAIN DRIVE SHAFT 

Main drive shaft 

1 

Plate No. 28 

46.50 

Fdgc 

5362 

*Main drive gear (60 to 1 ratio) 

1 

75.00 

Sckge 

S-2 9 64 

Main drive gear key 

1 

.25 

Flel 

5040 

Main drive bearing nut 

1 

2.70 

Bhle 

1704 

Main bearing nut lock spring 

1 

.35 

Chgh 

2767 

Main drive shaft bearing cone 

2 

12.20 

Chgj 

2768 

Main drive shaft bearing cup 

2 

5.80 

Fegl 

5480 

fMain drive gear (71 to 1 ratio) 

1 

75.00 

Ffgj 

5568 

fMain drive gear (61 y 2 to 1 ratio) 

1 

75.00 

Fbjh 

5187 

Drive wheel thrust washer 

> 

4.90 

Dlff 

3055 

Drive wheel thrust washer pin 

2 

.06 

Bfgd 

1563 

Main drive shaft felt washer 

2 

.30 

Ffde 

5534 

CLUTCH 

Clutch drive arm 

1 

15.00 

Dljd 

3083 

Clutch drive arm pin 

2 

.4 0 

Aebd 

A-413 

Clutch expanding half ring assembly 

1 

13.50 

Fcch 

5227 

Clutch expanding half ring 

2 

9.00 

Fefd 

5453 

Clutch lining for half ring 

0 

4.00 

Dlfg 

3056 

Clutch pin % in. x 2 y 8 in. 

8 

.20 

Dlfh 

3057 

Clutch toggle yoke and eye pin 

2 

.20 

Dlfd 

3053 

Clutch spring cap link pin 

4 

.20 

Fbhg 

5176 

Clutch yoke 

4 

.75 

Fblih 

517 7 

Clutch toggle yoke 

2 

.75 

Fbhi 

5178 

Clutch toggle yoke eve 

2 

.85 

Bdbb 

1311 

Clutch adjusting screw 

4 

.40 

Fcdh 

5237 

Clutch lever 

2 

.85 

Fbjd 

5183 

Clutch bell crank 

2 

.90 

Bjlk 

1809 

Clutch spring 

1 

3.50 

Fbjk 

5189 

Clutch spring cap 

1 

4.15 

Fbkl 

5190 

Clutch spring cap link 

4 

.20 

Ackg 

A 296 

Clutch throw out cam assembly 

1 

13.50 

Fchg 

5276 

Clutch throw out cam 

1 

5.50 

t Used 

after tractor No. 5 04 00 




* Used up to tractor No. 5 04 01. 

Always Give Serial Number of Tractor when Ordering Parts 
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Plate No. 29 


Fbjg 

5186 

Clutch 

throw out cam roller 

6 

.40 

Dife 

3054 

Clutch 

throw out cam roller pin 

6 

.35 

Fchj 

5278 

Clutch 

throw out lever 

*) 

1.40 

Bjbe 

1812 

Clutch 

return spring 

2 

.20 

Bbgd 

1163 

Clutch 

throw out spring bolt 

1 

.15 

Hk 

79 

Clutch 

throw out lever pedal 

2 

.80 



FRONT AXLE Plate No. 30 

Fekb 5491 JFront axle center 1 18.00 

Jbk 819 fFront axle center, bushed 1 23.00 

Bejg 14 86 King pin washer 1 .10 

Gcfk-L 6259L $Front wheel spindle left 1 11.40 

Gcfk-R 6 25 9R JFront wheel spindle right 1 11.40 

Jbd 813 {Front wheel spindle 2 13.10 

Cjff 2 85 5 fFront axle bushing 1 1.25 

Begd 1463 Front wheel spindle pin washer 1 .45 

Gcgk 62 69 Front wheel spindle bushing 1 .45 

t Used after tractor No. 5 0281 
t Used up to tractor No. 50282 

Always Give Serial Number of Tractor when Ordering Parts 
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Jbe 

814 

Ffkh 

5597 

Fflj 

5598 

Fejf 

5485 

Fejg 

5486 

Bffk 

1559 

Dlld 

3003 

Sckbl 

S 2910 

Sfkcb 

S-5921 

Sfkcf 

S-5 925 

Bfhe 

1574 

Bfhf 

1575 

Fbke 

5194 

Fegj 

5468 

Fegk 

5469 

Fehl 

5470 

Dllf 

3005 

Fddk 

5339 

Fglh 

5607 

Ffbf 

5515 

('life 

2752 

Clijl 

2780 

Bekf 

1495 

Chhl 

2770 

Clihk 

2779 

Fdgb 

5361 

Begl 

1460 

Begb 

1461 

Begc 

1462 


Front wheel spindle pin i 

tFront axle steering arm double 1 

fFront axle steering arm single 1 

* Front axle steering arm double 1 

* Front axle steering arm single J 

* Front wheel spindle felt washer 1 

* Front wheel spindle pin oil cup 2 

Steering arm key 2 

Steering arm lock nut I 

Steering arm lock nut 1 

tFront wheel spindle felt washer 1 

fFront wheel spindle steel washer 1 

REACH KOI) 

Reach rod i 

Reach rod yoke end right and rod onlyl 
Reach rod yoke end left with bolt 1 

Reach rod yoke end pin and nut 2 

Reach rod yoke end pin and oiler 2 

FRONT WHEEL 

* Front wheel with bushing l 

tFront wheel with cup 1 

tFront wheel bearing spacer j 

tFront wheel bearing cup inner 1 

tFront wheel bearing cup outer 1 

Front wheel bearing thrust washer 1 

Front wheel bearing cone inner i 

Front wheel bearing cone outer 1 

*Front wheel bushing l 

* Front wheel spindle washer steel 1 

Front wheel spindle washer fibre small 1 
Front wheel spindle washer fibre large 1 


2.50 

6.20 

4.80 

6.20 

4.80 

.12 

.50 

.10 

.35 

.65 

.25 

.20 

1.10 

5.00 

2.50 

1.00 

.40 

46.25 

37.50 

1.00 

1.65 

1.35 

.10 

3.75 

3.00 

2.10 

.12 

.18 

.25 




> 3^0 


52.QO 


53 6 


534 - 2 . 


5*339 


O 

1565 * 


5205 


5236 


* Used up to tractor No. 5 04 01. 
t Used after tractor No. 5 0400 

Always Give Serial Number of Tractor when Ordering Parts 
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Gcgf 

6265 

fFront wheel hub cap gasket 

1 

.25 

Gcge 

6264 

tFront wheel hub cap 

1 

2.20 

Fdel 

5340 

* Front wheel hub cap 

1 

3.50 

Fcjl 

5280 

* Front wheel hub cap gasket 

1 

.25 

Sfkcb 

S-5921 

Front wheel lock nut 

1 

.30 

Fcdg 

5236 

Drive wheel 

1 

79.00 

Fdec 

5342 

Grouser 

32 

1.5 0 

Fcdj 

5238 

Drive wheel cap 

1 

4.05 

Fclf 

5205 

Drive wheel cap gasket 

1 

.18 

Bfgf 

1565 

Drive wheel oil retaining washer 

1 

.25 

Bekh 

1497 

Steel washer 

32 

.08 



Plate No. 32 


HOOD AND TANK SUPPORT 


Fcbe 

5214 

Frame filler block 

2 

.75 

Feek 

5449 

Capacity plate 

1 

.80 

Fgbl 

5610 

Magneto switch 

1 

1.10 

Ahd 

A-7 3 

Gas tank and cap 

1 

12.50 

Fehg 

5476 

Gas tank 

1 

11.75 

Fehh 

5477 

Cap 

1 

.75 

Fejk 

5489 

Gas tank support block 

2 

1.00 

Fdcd 

5323 

Gas tank support block padding 

2 

.12 

Fccg 

5226 

Gas tank support U bolt 

2 

.60 

Ffhj 

5578 

Magneto primary wire long and short 

1 

.5 0 

Bbik 

1189 

Clutch latch spring screw 

1 

9.20 

Adkd 

A 393 

Dash support and dash sheet assem. 

2 

.80 

Ffjj 

5588 

Clutch latch spring 

2 

.18 

Aebc 

A 412 

Gas line assembly 

1 

.90 


t Used after tractor No. 5 0400 
* Used up to tractor No. 50401. 


Always Give Serial Number of Tractor when Ordering Parts 
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5301 


A-2Q6 


5320 


A- 389 


5835 


5306 


A*394 


FENDERS AND CLUTCH GUARDS Plate No. 33 


Fdlh 

5307 

Wheel guard front support 

1 

2.90 

Adjk 

A-3 89 

Wheel guard assembly right 

1 

12.50 

Adkl 

A-390 

Wheel guard assembly left 

1 

13.00 

Fdlg 

5 300 

Throttle control quadrant 

1 

.50 

Acjg 

A-2 8 6 

Clutch cam dust shield right 

1 

2.25 

Acjf 

A-285 

Clutch cam dust shield left 

HOOD 

1 

2.25 

Adke 

A-394 

Hood 

1 

16.25 

Fdcl 

5320 

Hood felt 

i 

.35 





FRAME 


Plate No. 34 

Fglf 

5 605 

tFrame side rail left 

1 

10.00 

Fekj 

5498 

*Frame side rail left 

1 

10.00 

Fgle 

5604 

tFrame side rail right 

1 

10.00 

I ekk 

5499 

* Frame side rail right 

1 

10.00 

Fcbf 

5215 

Frame rear cross member 

1 

4.30 


t Used after tractor No. 5 0400 
* Used up to tractor No. 5 04 01. 

Always Give Serial Number of Tractor when Ordering Parts 
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Fcbg 

5216 

Frame 

rear cross member angle left 


.GO 

Fcbh 

5217 

Frame 

rear cross member angle right 

1 

.60 

Fekc 

5492 

Frame 

front cross member 

1 

12.75 

Fflh 

5507 

Frame 

front cross member king pin 

1 

1.50 



3079 


) 5 SO 


3077 Q 


y mm 
1820 


I 185 


— j*M 553! 

5516 5540 


3078 


5505 


55Z\ 


5522 . 


13 14 - 


radiator TIE KOI) Plate No. 35 


Ffcc 

5522 

Radiator tie rod 

1 

.90 

Ffcb 

5521 

Radiator tie rod clamp 

STARTING CRANK 

1 

1.50 

Fflf 

55 05 

Starting crank shaft assembly 

1 

3.75 

Bfjl 

1580 

Starting crank felt washer 

1 

.25 

Bjcl 

1820 

Starting crank spring 

1 

.35 

Dlhk 

3079 

Starting crank shaft stop pin 

1 

.06 

Ffhh 

5577 

Starting crank 

1 

4.35 

Sckbl 

S-2 91 0 

Starting crank key 

DRAW BAR 

1 

.10 

Fejb 

5481 

Draw bar 

1 

5.00 

Ffdk 

5539 

Draw bar clevis 

1 

1.35 

Fdgh 

5367 

Draw bar roller 

1 

1.05 

Ffkb 

5591 

Draw bar roller pin 

1 

.15 

Bbjf 

1185 

Draw bar clamp U bolt 

1 

.20 

Ffel 

5540 

Draw bar clamp strap 

1 

.10 



5360 2.016 2.017 2008 2013 


TOOL BOX AN D TOOLS Plate No. 36 


Fgbc 

5612 

Tool box 

1 

3.80 

Fdee 

5344 

Grouser bolt wrench 

1 

1.20 

Fdgl 

5360 

Grouser bolt wrench handle 

1 

.40 

Clbd 

2013 

Wrench 

1 


Clbe 

2014 

Wrench 

1 


Olbf 

201b 

Hammer 

1 


Clbg 

2016 

Punch 

1 

3.00 

Clbh 

2017 

Chisel 

1 


Clbj 

2018 

Screw driver 

1 


Clbk 

2019 

Pliers 

1 


Clbl 

2010 

Oil can 

1 

.40 


Always 

Give Serial Number of Tractor when 

Ordering Parts 
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Ffkc 5592 
Fgbb 5611 
Fcge 5264 


TRACTOR SEAT 

Seat spring 
Seat 

Wheel cleaner 


Plate No. 37 

1 4.50 

1 2.20 

2 5.50 





POWER PULLEY 


Plate No. 38 

Aelh 

A-407 

Power take off assembly complete 

1 

100.00 

Ffed 

5543 

Power take off bracket 

1 

28.50 

Ffee 

5544 

Power take off shaft 

1 

4.25 

Dcfj 

3258 

Power take off bearing outer race 





and rollers 

1 

7.00 

Bekg 

1496 

Steel washer 1-33/64 in. x 2 y± in. x 

5/161 

.15 

Dcfg 

3256 

Power take off 

1 

5.50 

Ffej 

5548 

Power take off bracket gasket 

2 

.25 

Bbjg 

1186 

Power take off bracket screw 

1 

.35 

Ffld 

5503 

Power take off bracket end flange 

1 

2.25 

Ffek 

5549 

Power take off shaft sprocket 

i 

12.00 

Sckde 

S-2934 

Power take off shaft sprocket key 

1 

.20 

Dllc 

3002 

Power take grease cup 

1 

.75 

Ffdg 

5536 

Bevel pinion shaft split sprocket 

1 

18.00 

Adkk 

A-39 9 

Roller chain 

1 

17.50 

Bejk 

1489 

Steel washer 1% in x 3 V 4 x y 8 in. 

2 

.20 

P r fec 

5542 

Power pulley 

1 

14.25 


Always Give Serial Number of Tractor when Ordering Parts 
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Aelj 

A-4 0S 

Road band 

KOABRANDS 

complete assembly 

Set 

22.50 

Aebl 

A-410 

Road band 

half ring assembly 

2 

6.50 

Ffjc 

5582 

Spacer 


2 

.80 

Bbjj 

1188 

Clamp bolt 

% in. x 4 y 2 in. 

2 

.35 

Ffjb 

5581 

Road band 

half bracket 

4 

.60 



Ffhb 55 71 Spark plug wire No. 1 1 

Ffhc 557 2 Spark plug wire No. 2 1 

Ffhd 5 57 3 Spark plug wire No. 3 1 

Ffhe 5574 Spark plug wire No. 4 1 

Ffgd 55 63 Cable support bracket 1 

Ffge 55 64 Cable support bracket block 2 

Fedh 5 4 37 Magneto primary wire support lug 1 


.40 

.40 

.40 

.40 

.15 

.27 

.15 


Always Give Serial Number of Tractor when Ordering Parts 
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LIST OF STANDARD PARTS 


The following is a list of small parts such as, bolts, screws, nuts, 
etc., which we call Standard parts. As the sale of these parts entails 
the same amount of clerical work as that of the larger, or regular 
parts, we will not fill order from this list unless the total of the 
invoice (including regular parts) is fifty cents or over. 

In ordering screws, hots or nuts, it will be necessary to specify the 
number of threads to the inch, or else to state whether they are 
S. A. E. (Society of Automotive Engineers) or U. S. S. (United States 
Standard). 

The folowing table will assist in determining what bolt or nut you 


should 

order. 



Sbjbd 

S-1813 

Carriage bolt r Axiy 2 in. and nut 

$ .20 

Sbjgd 

S-1863 

Carriage bolt %x2 1 / 4 in. and nut 

.40 

Sbjgf 

S-1865 

Carriage bolt %x2% in. and nut 

.50 

Sbkcc 

S-1922 

Carriage bolt MjxlA/i in. and nut 

.60 

Sffbl 

S-5510 

Machine bolt U. S. S. 1 / 4x% in. 

.30 

Sffbb 

S-5611 

Machine bolt U. S. S. V^xl in. 

.30 

Sffdc 

S-5532 

Machine bolt U. S. S. 5/16x1 in. 

.35 

Sffgc 

S-5 5 62 

Machine bolt TJ. S. S. %x2 1 / 4 in. 

.50 

Sffgf 

S-5565 

Machine bolt U. S. S. %x2 y 2 in. 

.50 

Sfgcd 

S-5 623 

Machine bolt U. S. S. y 2 xiy 2 in. 

.60 

Sfgce 

S-5624 

Machine bolt U. S. S. y 2 xl% in. 

.70 

Sblhj 

S-1078 

Round head stove bolts 3/16x1 in. and nut .15 

Sblkf 

S-1095 

Round head stove bolts Mx% in. and nut .15 

Sblkh 

S-1097 

Round head stove bolts %xl in. and 

nut .15 

Skkg 

S-99 6 

Countersunk stove bolts 1 / 4x% in. and nut .15 

Sblbc 

S-1012 

Countersunk stove bolts 5/16x1 in. and nut .15 

Sblbg 

S-1016 

Countersunk stove bolts 5/16x1 % in. 

. & nut .20 

Sblbh 

S-1017 

Countersunk stove bolts 5/16x1 y 2 in. 

& nut .20 

Sdllb 

S-3001 

Hose clamp 1% in. 

.15 

Sdlld 

S-3003 

Hose clamp 1 % in. 

.15 

Sdllf 

S-3005 

Hose clamp 2 in. 

.15 

Sckbl 

S-2910 

Whitney key No. 9 

.10 

Sckbf 

S-2 915 

Whitney Key No. 15 

.10 

Sckbk 

S-2919 

Whitney Key No. 18 

.10 

Sckde 

S-2934 

Whitney Key No. 23 

.15 

Sckbh 

S-2 917 

Whitney Key No. 2 9 

.20 

Sckge 

S-29 64 

Whitney Key No. 36 

.40 

Sckgj 

S-2 968 

Whitney Key V. X. 

.20 

Sgfhg 

S-6576 

Acorn nut 5/16 in. 

.10 

Secfe 

S-425 4 

Machine Hex. nuts No. 6—32 Thd. 

.05 

Secfj 

S-4258 

Machine Hex. nuts No. 10—24 Thd. 

.05 

Secfk 

S-425 9 

Machine Hex. nuts No. 12—24 Thd. 

.05 

Scld 

S-203 

S. A. E. Castle nut 7/16 each 

$.05 

Scle 

S-204 

S A. E. Castle nut y 2 in 

.05 

Sclg 

S-206 

S. A. E. Castle nut % in. 

.10 

Sclj 

S-208 

S. A. E. Castle nut % in. 

.10 

Scbl 

S-210 

S. A. E. Castle nut 1 in. 

.20 

Sbfl 

S-15 0 

S. A E. Plain nut X A in. 

.15 

Sbfb 

S-151 

S. A. E. Plain nut 5/16 in. 

.25 

Sbfc 

S-15 2 

S. A. E. Plain nut % in 

.35 

Sbfd 

S-15 3 

S. A. E. Plain nut 7/16 in. 

.35 

Sbfe 

S-15 4 

S. A. E. Plain nut V 2 in. 

.50 

Sbfg 

S-156 

S. A. E. Plain nut % in. 

.10 

Sbfj 

S-15 8 

S. A. E. Plain nut % in. 

.10 

Sbgl 

S-160 

S. A. E. Plain nut 1 in. 

.15 

Sjll 

S-800 

U. S. S. Hex. nut *4 in. 

.25 

Sjlb 

S-801 

U. S. S. Hex nut 5/16 in. 

.25 
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Sjlc 

S-802 

U. S. S. Hex. nut % in. 

.35 

Sjle 

S-804 

U. S. S. Hex. nut % in. 

.50 

Sjlf 

S-805 

U. S. S. Hex. nut % in. 

.10 

Sfkld 

S-5903 

Wing nut 5/16 in. 

.35 

Sfklc 

S-5902 

Wing nut % in. 

.35 

Sffg 

S-55 6 

Cotter Pin 3/32x% in. 

.05 

Sffh 

S-557 

Cotter Pin 3/32x% in. 

.05 

Sffj 

S-55 8 

Cotter pin 3/32x% in. 

.05 

Sffk 

S-5 5 9 

Cotter pin 3/32x1 in. 

.05 

Sfgg 

S-5 66 

Cotter pin %x% in. 

.05 

Sfgk 

S-5 69 

Cotter pin %xl % in. 

.05 

Sfhl 

S-57 0 

Cotter pin y 8 x 1% in. 

.05 

Sfhb 

S-5 71 

Cotter pin y 8 xiy 2 in. 

.05 

Sfkc 

S-592 . 

Cotter pin y 8 x2 in. 

.05 

Sfjb 

S-5 81 

Cotter pin 11/64x1% in. 

.05 

Scjk 

S-2 89 

Welch patent epansion plug 1 % 

in. .05 

Sccfc 

S-2252 

Countersunk pipe plug % in. 

.10 

Sccfd 

S-225 3 

Countersunk pipe plug y 2 in. 

.10 

Sccff 

S-225 5 

Countersunk pipe plug % in. 

.10 

Scdll 

S-2300 

Standard pipe plug % in. 

.05 

Scdlc 

S-2302 

Standard pipe plug % in. 

.05 

Scdld 

S-2303 

Standard pipe plug % in. 

.05 

Scdlf 

S-2305 

Standard pipe plug % in. 

.10 

3cdlh 

S-2307 

Standard pipe plug 1 in. 

.10 

Sccj 

S-229 

Split rivets 3/16x% in. Per lb. 

$1.90 

Scec 

S-242 

Split rivets %x% in. 

1.90 

Sghjf 

S-6785 

Tinners rivets black 3 lb. 

.05 

Sghjh 

S-6787 

Tinners rivets black 4 lb. 

.05 

Sclfl 

S-2050 

Round head rivets 3/16x% in. 

.05 

Sclfc 

S-2052 

Round head rivets 3/16x% in. 

.05 

Sclfd 

S-2053 

Round head rivets 3/16x% in. 

.05 

Sclfe 

S-2054 

Round head rivets 3/16x% in. 

.05 

Self j 

S-205 8 

Round head rivets 3/16x114 in. 

.05 

Sclgj 

S-206 8 

Round head rivets %x% in 

.05 

Sclhl 

S-2070 

Round head rivets % x % in. 

.05 

Scljj 

S-2 08 8 

Round head rivets 5/16x% in. 

.05 

Scblj 

S-2108 

Round head rivets %xl% in. 

.15 

Scblk 

S-2109 

Round head rivets %xl y 2 in. 

.15 

Scbbl 

S-2110 

Round head rivets %xl% in. 

.15 

Scbce 

S-2124 

Round head rivets 7/16x1% in. 

.20 

Sebdf 

S-2135 

Round head rivets %xl% in. 

.25 

Sebdh 

S-2137 

Round head rivets y 2 xiy 2 in. 

.25 

Sebef 

S-2145 

Round head rivets %xl% in. 

.25 

Sebdj 

S-2138 

Round head rivets %xl% in. 

.25 

Sebdk 

S-213 9 

Round head rivets y 2 x2 in. 

.30 

Scbel 

S-214 0 

Round head rivets %x2% in. 

.30 

Sebeb 

S-2141 

Round head rivets y 2 x 2% in. 

.35 

Sb 

S-l 

S. A. E. Screw %x% in. 

.45 

Sbe 

S-l 4 

S. A. E. Screw 5/16x1 in. 

.60 

Sd 

S-3 

S. A. E. Screw %xl in. 

.45 

Scf 

S-25 

S. A. E. Screw %xl in. 

.65 

Seg 

S-2 6 

S. A. E. Screw %xl% in. 

.65 

Sch 

S-27 

S. A. E. Screw %xl y 2 in. 

.70 

Sek 

S-29 

S. A. E. Screw %x2 in. 

.80 

Sdl 

S-30 

S. A. E. Screw %x2% in. 

.85 

Sdg 

S-3 6 

S. A. E. Screw 7/16x1% in. 

.90 

Sdh 

S-3 7 

S. A. E. Screw 7/16x1 % in. 

1.00 

Sec 

S-4 2 

S. A. E. Screw 7/16x2% in. 

1.35 

Sed 

S-43 

S. A. E. Screw 7/16x3 in. 

1.45 

See 

S-44 

S. A. E. Screw 7/16x3% in. 

1.55 

Sfl 

S-5 0 

S. A. E. Screw y 2 xiy 2 in. 

1.00 

Sfc 

S-5 2 

S. A. E. Screw %x2 in. 

1.25 

Sfg 

S-5 6 

S. A. E. Screw y 2 x3 in. 

.15 

Sfk 

S-5 9 

S. A E. Screw %x3% in. 

.20 
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Sfbjj 

S-5188 

Sfdhk 

S-5379 

Sddck 

S-3329 

Sdedj 

S-343S 

Sdegj 

S-34 68 

Sdehl 

S-347 0 

Sdehe 

S-3474 

Shge 

S-7 64 

Sglc 

S-602 

Shgf 

S-7 65 

Sgbb 

S-611 

Sgbd 

S-613 

Sgbf 

S-615 

Sgcc 

S-622 

Sgce 

S-624 

Sgcf 

S-625 

Sgcg 

S-626 

Sgch 

S-627 

Sgcj 

S-628 

Sgdg 

S-63 6 

Sgfb 

S-651 

Sgfc 

S-652 

Sgfd 

S-653 

Sgff 

S-65 5 

Sghj 

S-67S 

Sgkd 

S-693 

Sdlfe 

S-3054 

Sdlge 

S-3064 

Sdlgf 

S-3065 

Sdbbc 

S-3112 

Sdljl 

S-3080 

Sbcce-B S-12‘ 

Sbcfc 

S-125 2 

Sbcfd 

S-125 3 

Sbckc 

S-1292 

Sbdde 

S-13 34 

Sbehf 

S-1475 

Sdlb 

S-301 

Sdlc 

S-302 

Sdld 

S-303 

Sdle 

S-304 

Sdlf 

S-305 

Sdlg 

S-306 

Sdlh 

S-307 

Sdlk 

S-309 

Sele 

S-404 

Scfl 

S-25 0 

Scfb 

S-251 

Scfc 

S-25 2 

Scfd 

S-25 3 

Scfe 

S-254 

Scff 

S-255 

Scfh 

S-25 7 

Sklb 

S-901 

Sklc 

S-902 

Skid 

S-903 

Skle 

S-904 

Sklf 

S-905 

Sklg 

S-9 06 

Sklh 

S-907 

Sdff 

S-355 

Sflf 

S-5 05 

Sdbg 

S-316 

Sdbh 

S-317 


Fillister head machine screw U. S 
10-24x% 

Flat head machine screw U. S. S. 6- 
Round head machine screw U. S S. 
Round head mach. screw IT. S. S. 1 
Round head machine screw U. S. S. 
Round head mach screw U. S. S. 12 
Round head mach screw U. S. S. 12 


S. 

22.-y 2 

6-32xy 2 

0-24x% 


.10 

.10 

.10 

.10 


12-24x1 .15 


-24xl-i4 


U. S. S. Cap screw % x% in. 


-24xl-% 


U. S. S. Cap screw %xl in. 

U. S. S. Cap screw 5/16xi/> in. 

U. S. S. Cap screw 5/16x% in. 

U. S. S. Cap screw 5/16x1 in. 

U. S. S. Cap‘screw 5/16x116 in. 

U. S. S. Cap screw %x% in. 

U. S. S. Cap screw %xl in. 

U. S. S. Cap screw %xl% in. 

U. S. S. Cap screw %xiy 2 in. 

U. S. S. Cap screw %xl% in. 

U. S. S. Cap screw %x2 in. 

U. S. S. Cap screw 7/16x1 in. 

U. S. S. Cap screw *4x1 in. 

U. S. S. Cap screw y 2 xl% in. 

U. S. S. Cap screw y 2 xiy 2 in. 

U. S. S. Cap screw y 2 x2 in. 

U. S. S. Cap screw %xl % in. 

U. S. S. Cap screw %xl y 2 in. 

Cup points set screw *4x1 in. 

Cup points set screw 5/16x% 

Cup point set screw 5/16x% in. 

Cup points set screw V 2 x2 (13 Thd) 
Cup points set screw %xl 
Round head wood screws No. 6 
Round head wood screws No. 9 
Round head wood screws No. 9 r 
blued 

Round head wood screws No. 14 
Round head wood screws No. 14 
Flat head wood screws No. 12 
S. A. E. heavy lock washers % 

S. A. E. heavy lock washers 5/16 
S. A. E. heavy lock washers % 

S. A. E. heay lock washers 7/16 
S. A. E. heavy lock washers y 2 
S. A. E. heavy lock washers 9/16 
S. A. E. heavy lock washers % 

S. A. E. heavy lock washers % 

S. A. E. heavy lock washers 1 
S. A. E. light lock washers 3/16 
S. A. E. light lock washers % 

S. A. E. light lock washers 5/16 
S. A. E. light lock washers % 

S. A. E. light lock washers 7/16 
S. A. E. light lock washers y 2 
S. A. E. light lock washers % 

U. S. Standard washer % 

U. S. Standard washer 5/16 
U. S. Standard washer % 

U. S. Standard washer 7/16 
U. S. Standard washer y 2 
U. S. Standard washer 9/16 
U. S. Standard washer % 

S. A. E. Adj. Yoke end pin y 2 

S. A. E. Adj. Yoke end y 2 

S. A. E. Union nut flared tube % 

S. A. E. Union nut flared tube 5/16 


.15 
.20 
.40 
.45 
.45 
.45 
05. 

.05 

.05 

.05 

.05 

.05 

.05 

.10 

.05 

.10 

.10 

.10 

.10 

.10 

.15 

.05 

05. 

.05 

.10 

.05 

.15 

.15 

.20 

.25 

.25 

.15 

.05 

.05 

.05 

.10 

.10 

.10 

.10 

.10 

.40 

.05 

.05 

.05 

.05 

.10 

.10 

.10 

.05 

.05 

.05 

.10 

.10 

.15 

.30 

.10 

.10 

.15 

.20 
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CORRECTIONS AND CHANGES IN PRICE 


Page 24 


Sfkcl 

S-5920 

Flywheel stud lock nut U. S. S. 

4 

.25 

Bddb 

1331 

fFlywheel Stud 

4 

.15 

Gche 

6270 

Front motor support 

1 

2.30 

Ffll 

5500 

fRear motor support bracket 

2 

1.50 

Fgek 

5649 

Flywheel 

1 

17.25 

Bbje 

1184 

Flywheel and disc stud 

3 

.25 

Fflb 

5501 

Flywheel and disc stud spacer 

3 

.20 
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Gcjf 

6285 

Magneto bracket 

1 

14.50 

Fhfc 

5752 

Magneto bracket bushing 

1 

4.60 

Fhfd 

5753 

Magneto bracket gasket 

1 

.02 

Fhfe 

5754 

Magneto drive shaft 

1 

12.70 

Fhff 

5755 

Magneto drive shaft felt washer 

1 

.03 

Fgfc 

5652 

Magneto drive shaft gear 

1 

6.15 

Fhfg 

5756 

Mageto flexible coupling strap 

2 

.70 

Fhfh 

5757 

Magneto taper flange 

1 

2.45 

Flifj 

5758 

Magneto drive shaft nut 

1 

.06 
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Dllf 

3005 

Radiator inlet hose clamp 

2 

.40 
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Bbjk 

1189 

Clutch latch spring screw 

2 

.18 

Adkd 

A-393 

Dash support and dash sheet assembly 

1 

9.20 

Ffjj 

5588 

Clutch latch spring 

2 

.60 
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Aelh 

A-407 

Power take off assembly complete 

1 

83.00 


fUsed after tractor No. 504(X) 




















TRACTOR SUPPLEMENTARY PATH’S iAHi 
GOVERNOR-i MODEL U D" Part Ko. A-PS51, 


F 9b/'f t * 1021. 


No. Part 
Reqd. No. 


10002 
3-3U63 
kC003 
3.0004 
A-10005 
10C07 
2630 
10020 
10006 
10008 

10009 

10010 
10011 
S-800 
10012 
10013 
S-901 
10C14 
10015 
1C016 
147 
S-150 
10017 


Code 


A-9351 Akjfb 


Rlllc 

Sdlijd 

Bll?.d 

Bille 

Ablilf 

Binh 

Cgdd 

Ellcl 

Billg 

Blllj 

Bilik 

Bllbl 

Bllbb 

Sjil 

Bilbo 

Bllbd 

Sklb 

Bllb© 

Bllbf 

Ellbg 

Beh 

Sbfi 

Bllbh 


(Dng. #B"9351) 
Name 


Governor ('Tied Devil Fageol Model") 

Includes tie following parts: 

Governor Body 

" Set Screw 

" Heightc 

ii n pin 

" Rod & Bearing Assembly - Includes next 3 parts 
" Rod 
" Bearing 

" ,s Cage 

" Leveling Nub 

» " *' fin 

" Spring 

" " Nut 

" " Adjusting Rod 

" ". " ” Lock Nut 

" Bracket 

" " Pin 

" " " Hosier 

" Rocker Lever 

" M 11 to Carburetor Rod 

" " " " Rockshaft Rod 

" Ball Joint 

" Lock Nuts 

" Rocker Lever Eye 


CLARIFIER --SHORT TYPE 


A-589 

Afjk 

Clarifier Tank Assembly 

Includes the following parts: 

A-10023 

Ablioj 

Clarifier Tank Top Assembly 

Includes parts 8423, 842b, 8426, 8421,8422. 

A-10029 

Abllck 

Clarifier Tank Sheol Assembly 

Inc l ad 

es part3 

8420, 8421, 8422. 

A-10030 

Ablldl 

Clarifier Tank Bottom Assembly 

Includes parts 

8417, 1469. 

8424 

Jeco 

Clarifier Tank Spring 

5977 

Fkhh 

Clarifier Dust Bag 

6647 

Ggeh 

Clarifier Dust Bag Rod 

S-903 

Skid 

3/3" TES.S. Hasher 

S-303 

Slid 

3/8" 3.A.E. H.LWasher 

S'-802 

Sjlc 

3/8" ULS. Plain Nut 

8422 

Jecc 

Clarifier Tank Support Bracket « 

8426 

Jecg 

II It II 11 

A-630 

Agdl 

Clarifier Tube Assembly 

Includes parts 8427, 6277, 

6277 

Gclih 

Clarifier Tube Clamp 

A-631 

Agdb 

Clarifier Hose Assembly 

9^10 

jEOj 

Clarifier Hose Lower 

S-3003 

SdlYd 

1'4 1 hose Clamps 

. 5963 

Fkgf 

Clarifier to Carburetor Sleeve 

A-6 29 

Agck 

Oil Breather Clarifier Assembly 

T A2L5 

A-403 

Aeld 

Front .Axle Center Assembly 


Short 

Long 


A-420 


A-42 9 


Includes parts 34.91, 5507, 

Aecj Proub Hbeei Spindle Left Assembly 
Includes /C-253~L and two #5269, Bushings. 
Aeck Front Wheel Spindle Right Assembly 
Includes £-62o9*R and two #6269, bushings. 
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No, Part Code Name 

Ho'id» No. 


£~'~z\ 


PRCN'II WHEEL 
2 A-1003I 

1 5937, 

1 53y2 

1 15W 


MAGNETO 


A-8987 
A»9C22 
A~98i&) 
9728 

9811 

9812 
9613 
9314 


Ahlldb Front 1Ib.ee! with cups 
Replaced #5339 and #5b07. 
Includes #2752 and #27CO. 


FB* 

FkI:-o 

B.?h£ 


Ajkih 

Aklcc 

Ak;jbl 

Khej 

KjhtL 

Kjho 

K.-jbd 

Kjbe 


Front Wheel Hull Cap (for #A-10031) 

" l " " Gasket (for #A-10031) 

" Spindle Hasher - inner (for #A-10031) 


Magneto (with, impulse starter) (Replaces #A-405) 
Bracket & Bushing Assembly for #A~6987, Magneto 


Mag, 

Adj. 

Coupling A.seem. (Consist 

It 

tl 


Floating Member 

It 

tv 

tt 

Cone 

It 

It 

tt 

Collar 

tt 

tl 

Vt 

Lockwasher 

It 

<« 

II 

Nut 


RADIATOR 


7036 

9790 

7035 


WATER PUMP 

1 6781 
1 9945 
1 9844 
1 5590 


Hldg 

Khki 

Hldf 


Spring Bail Wire for Radiator Tank with Bosses 
" " " " " " without B 

Radiator Can - 


Replaces #97 if' either #7030 or #9790 is used. 


Ghjb 

Kkef 

Kjoe 

Ffkl 


Pump Shaft (Replaces #5511) 

Bearing Spider (Replaces #6776) 
" " » Bolt. 

l/B" Drain Cock 


STARTING CRANK 
1 1471 

STEERING GEAR 
1 A-9711 

1 528} 

HOOD & TANK SUPPORT 


1 

8943 

Jked 

1 

7037 

Hldh 

1 

7038 

Hldj 

1 

5436 

Fedg 

1 

A-632 

Agdc 


GEAR SHIFT CONTROL 
2 


1189 

5979 


Behb Steel Washer 2” OD x 29/52” ID x 1/8” 


Akhbb Steering Post Lower Bracket Assembly 
Replaces #5281 as an assembly. -- Includes #5337. 
Fcjb Steering Post Lower Bracket (only) 


Short Circuiting Plate (Replaces Short Wire) 

Gas Tank Support Block Right) These replace 
" “ *” " Left ) #5489. 

Magneto Primary Wire Support Bracket 
Gasoline Line Assembly (Replaces #A-412) 


Clutch Latch Spring Screw 3/8 x 2^ S.A.E. 

Gear Shift. Shaft Spacer 1" OD 


Bbjk 

Fkhk 


FLYWHEEL & ENGINE SUPPORT 


FRAME 


5750 

Fhf 1 

5760 

Fhgl 

8647 

Jgeh 

1593 

Bfkd 

1 SHAFT 


A«6939 

Agkkk 

7002 

HI Id 


Flywheel^ (Replaces #5349) 


1” OB 


ID x 23/32” Spacer 


Clutch Pedal Stop 

Bolt Lockwasher 


3e\3i Geer Btehed (Replaces #6245) 
Includes the following pert; 

Bevel Goar Bushing 


contiwKon or. next page 


2 
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CIUTCH 


No. 

Part 

Code 

Name 


Reqd. 

No, 




4 

8942 

Jlcee Cam Rot Urn 

Spring to Trans, 

Case Bracket Left, 

1 

8941 

Jkeb C am ** 

:< ti it 

" " Right 

STEERING GEAR 




1 

A-9710 

Akhbl Steering Pc 

st, Upper Bracket 

Bushed 



Replaces #3963 
Includes #6337 




TOOL BOX & TOOLS 

1 A-9C?5 Aklgf Tool Kit Complete 

Hereafter individual tools trill NOT be sold separately. 

AUXILIARY GROUSER BAND WHEEL ASSEMBLY 

2 A-444 Aeee Aux. Grouser Band Wheel Assem*(Including 16 Grousers) 

Includes 

2 Aus, Grouser Band Assembly 

Includes 

4 Aux, Grouser Band Angle 

1 8860 Jjgl 1‘raice Rear Cross Member for Auxiliary Grouser 

Band Wheel, 











